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Digital I/O PCB

Options: ON/OFF output

Options: ext. heat source output, alarm output

Only for digital I/O PCB option

For internal BUH model

For external BUH option

for HV smartgrid

for HP tarrif for safety 
thermostat

for smartgrid

Smartgrid 
contacts

Smartgrid PV 
power pulse 
meter

Preferential kWh 
rate power supply 
contact: 16 V 
DC detection 
(voltage supplied 
by PCB)

Power limitation 
digital inputs: 12 V 
DC / 12 mA detection 
(voltage supplied 
by PCB)

Safety 
thermostat 
contact: 16 V 
DC detection 
(voltage 
supplied by 
PCB)

Electric 
pulse meter 
input: 12 V 
DC pulse 
detection 
(voltage 
supplied by 
PCB)

Electric pulse 
meter input: 
12 V DC pulse 
detection 
(voltage 
supplied by 
PCB)

Only for demand PCB option

Only for domestic 
hot water option

Alarm output
Max. load
0.3 A - 250 V AC

Ext. heat source
Max. load 0.3 A - 250 V AC
Min. load 20 mA - 5 V DC

Space C/H
On/OFF output
Max. load 0.3 A - 250 V AC

for LV smartgrid

EWYA-DW1P(-H-) / EWYA-DV3P(-H-) / EWAA-DW1P(-H) / EWAA-DV3P(-H)


