
FWH02AF
FWH03AF
FWH02AT
FWH03AT

The electrical connections indicated must be made by 
the installer
IL : Circuit breaker (not supplied)
F : Safety 2A fuse (not supplied)
CN : Fast on/screw terminal board
MV : Fan motor
C1 : Condenser for fan motor
AT : Autotransformer for fan motor
MP : Condensate drainage pump
FLOAT SWITCH : Float
	- BN : Brown = pump power supply 

phase
	- BK : Black = float switch alarm signal
	- BU : Blue = pump power supply 

neutral
	- GY : Grey = common float alarm

VC ON/OFF : ON/OFF cold/hot water valve 
(2 pipes system) (accessory)

VH ON/OFF : hot water valve (4 pipes system) 
(accessory)

	- BN : Brown = valves power supply 
phase

	- BU : Blue = neutral valve power supply
SAI : Pre-installed internal air 

temperature probe
SAE : Remote air temperature probe 

(accessory)
SW : Water temperature sensor 

(accessory)
SWH : Hot water temperature probe 

additional coil (4-pipe units).
SUI : Pre-installed internal air relative 

humidity probe
SUE : Remote air relative humidity 

probe (accessory)

Electrical wires 3 speed base FWH-A 02-03 + ON/OFF valve

Table 1
Model PIN -CN -> PIN -AT
FWH02AAT/FWH02AAF GV(BK) -> 2; MV(BU) -> 4; PV(RD) -> 5
FWH03AAT/FWH03AAF GV(BK) -> 1; MV(BU) -> 3; PV(RD -> 4

To the control p
anel

See tab
le 1 for  

-AT connections
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