FWQ25AF
FWQ25AFR

Sound Power overall ( dBA ): FWQ25AAF(N/T/V)5V1-(-/R)

Whole casing

62,0
60,0
58,0

FWQ25AAF
Whole Sound Power

Fan Speed (0V-10V)

E :ig Fan Speed (V) Sound Power dB(A)
5 =20 1.0V (min) 53,0
g Pt 20V 53,0
S 0 3.0V (L) @26 Pa 55,0
44,0
T a0 7.6V (M) @50 Pa 60,0
8 40,0 9.5V 61,0
i 10.0V (H) (max) @60 Pa 61,0
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Voltage Values % [Remote Control (V)]
Discharge
FWQ25AAF
Discharge Sound Power
58,0
56,0 Fan Speed (0V-10V)
54,0 Fan Speed (V) Sound Power dB(A)
é zg 1.0V (min) 48,0
E 48:0 20V 48,0
g 460 3.0V (L) @26 Pa 50,0
3 7.6V (M) @50 Pa 55,0
'g 40,0 95 V 56,0
3 o 10.0V (H) (max) @60 Pa | 56,0
WV 360
34,0
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30,0
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Voltage Values % [Remote Control (V)]
Inlet + casing
FWQ25AAF
Suction Sound Power
60,0
58,0 Fan Speed (0V-10V)
— :ig Fan Speed (V) Sound Power dB(A)
< w0 1.0V (min) 51,0
S, i’g‘; 20V 51,0
g o 3.0V (L) @26 Pa 53,0
£ %0 7.6V (M) @50 Pa 58,0
'g :Eg 9.5V 59,0
S .0 10.0V (H) (max) @60 Pa | 59,0
36,0
34,0
32,0
30,0
10 15 20 25 30 35 40 45 50 b5 60 65 70 75 80 85 90 95 100
Voltage Values % [Remote Control (V)]
I NoTE

1. Test Condition: Dry Bulb Temperature: 20.0°C, Wet Bulb Temperature: 15.0°C
2. Voltage Values: 100% = 10.0V

3. Sound power measurement standard is EN 3741 (1999)

4D160668A



