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Ext. heat source
Max. load 0.3 A - 250 V AC
Min. load 20 mA - 5 V DC

Solar pump connection
For *KSOLHWAV1, refer to 
operation manual

only for solar pump station

Alarm output
Max. load
0.3 A - 250 V AC
Min. load
20 mA - 5 V DC

only for EKBPHT*

X1Y

to bottom
plate heater

Space C/H
On/OFF output
Max. load 0.3 A - 250 V AC
Min. load 20 mA - 5 V DC

only if no EKBPHT*

Options: boiler output, solar pump connection (Only EHBH*), alarm output

Options: bottom plate heater OR On/OFF output

PHC1

Only for digital I/O PCB option

Digital I/O PCB

OUTDOOR
UNIT

44

EXAMPLE 4D105919
Altherma LT DAB

EXAMPLE 4D109675
Altherma FS LTC+

Ext. heat source
Max. load 0.3 A - 250 V AC
Min. load 20 mA - 5 V DC

Alarm output
Max. load
0.3 A - 250 V AC

Space C/H
On/OFF output
Max. load 0.3 A - 250 V AC

Options: ext. heat source output, alarm output

Options: On/OFF output

PHC1

Only for digital I/O PCB option

Digital I/O PCB
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Digital I/O PCB

Options: ON/OFF output

Options: ext. heat source output, alarm output

Switch box

Only for digital I/O PCB option

Remote user 
interface

ext. indoor ambient 
sensor option

LAN adapter

for safety 
thermostat

Ethernet

Preferential kWh 
rate power supply 
contact: 16 V DC 
detection (voltage 
supplied by PCB)

Power limitation digital inputs: 12 
V DC / 12 mA detection (voltage 
supplied by PCB)

Safety thermostat 
contact: 16 V DC 
detection (voltage 
supplied by PCB)

Electric pulse meter input: 12 V DC pulse 
detection (voltage supplied by PCB)

Only for demand PCB option

for preferential kWh 
rate power supply

Alarm output
Max. load
0.3 A - 250 V AC

Ext. heat source
Max. load 0.3 A - 250 V AC
Min. load 20 mA - 5 V DC

Space C/H
ON/OFF output
Max. load 0.3 A - 250 V AC

Switch box


