
EGSQH10S18A9W

Model EGSQH10S18AA9W

‐ Bi‐valent

‐ Remote alarm output

‐

‐ Power limitation

Up to 4 digital inputs

Wired EKRTWA P
Wireless EKRTR1 P

External sensor EKRTETS P (*25)

P = Pair combination allowed
M= Multi‐combination

The quantity depends on the units' capacity class

(*13)

(*22) The installation of EKVKHPC is not mandatory.
(*25)

(*40)

KGSFILL P

Additional relays to allow bivalent control in combination with an external room thermostat are field‐supplied.

Can only be used in combination with wireless room thermostat EKRTR(1).

Can only be used with indoor units with a 7‐digit manufacturing number of which the first digit is ∙4∙ or higher.

Room thermostat

Third‐party options Fill kit For filling the brine circuit

Heat pump convector
FWXV15AVEB M (*22)

FWXV20AVEB M (*22)

PC cable Data cable for connection with PC. EKPCCAB2 P

Wire harness To allow the connection of a brine pressure switch (field supply). EKGSCONBP1 P (*40)

P

Remote user interface Different language versions EKRUCBL1…7 P

Remote indoor sensor KRCS01‐1 P

Description
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Digital I/O PCB

Used for:

EKRP1HBAA P (*13)
Thermo ON/OFF output

Demand PCB
Used for:

EKRP1AHTA

4D081376A


