RZQ200C
Cooling
1.2 r
1 S S ——
[ I
OB :
— |
S |
o r |
£ 08 r |
g |
§_0ﬁ . !
- N |
S omf______| o / i
5 0.4 i :

'S | |

S Lk i |

8 0.2 r E i

0.0 . L ' T TR L L L I T
0.0 5.0 10.0 15.0 207 25.0
78 Capacity range 2.4
. Cooling capacity (kW) = Rated point
Cooling
QOutdoor temperature (°CDB)
Indoor 25 30 35
1C SHC P 1C SHC P 1C SHC [ I 1C SHC [ (I
°CWB kw kW - kw kW - kw KW - kw kw -
16 202 17,0 0,82 19,4 16,3 090 18,6 155 098 177 14,8 1,06
18 21,3 17,1 0,83 204 16,4 091 19,5 157 0% 186 14,9 1,07
19 218 171 0,84 209 16,4 137 200 156 1,00 191 14,9 1,08
20 23 171 084 214 164 092 205 156 1,01 196 14,9 1,00
2 234 17,0 0,85 24 16,3 094 214 156 1,02 205 14,9 1,10
24 244 16,8 0,86 234 161 095 24 154 1,03 214 147 1,12

| NOTES | SYMBOLS

} tgs shoun re et capacties i e  dcetonforpdor o et eat AFR: A flow ate (min)
On the figure the mark with | | show the rated capacity and rated coefficient of power input. BF: Bypags factor o
However the max. capacity is not guaranteed, except at standard condition. EWB: Entering wet bulb temp. (°CWB)

3. SHC is based on indoor EWB and EDB. EDB: Entering dry bulb temp. (°CDB)
g:g jor ;)SEer dry Etglb tfemp.th= SEIC ; S‘EC*. TC: Total cooling (heating) capacity (kW)

= correction for other ulb. . ;
o Q02X AR (m/min) x (18F) x (DB*~EDB). g:—ic ggnwsé?'iengiit capacity (kW)
Add SHC to SHC*. : .

4. Capacities are based on the following conditions: (comp.ﬂ—lndoor and O.Utdoor fan motors)
Outdoor air- 85% RH. CPI: Coefficient of power input. (-)
However, the condition rated capacity in heating is 7° CDB / 6° CWB.

CorrTsdpfc;nding re(\)‘r\'gerant piping length: 5.0 m. Caution:
L : . .

5. Ci\éefﬁciler?tri?ifowé?input is the percentage when the rated value is defined as 1.00. TC and SHC are shown by kW.

6. The value contains less than 5% error acording to indoor unit type.

7. Heating performance include the drop of frost formation.

8. Air flow rate and (BF) are given in table below:

(Twin) (Double twin)
FCQHG100Fx2 | FCQGTO00FK2 | FHQ100CAX2 | FUQ100Cx2 | FAQ100Cx2 FCQG50F4 | FHQS0CAX4
AR 323x 322 28x2 31x2 26x2 AR 12.6x4 15¢4
BF) | (017x2) (0.17x2) (0.09x2) (0.2x2) (0.09x2) (BF) | (0224) 0.1744)
(Triple)
FCQHGT1R3 | FCQGBOR3 | FCQGT1R3 | FHQBOCAX3 | FHQ71CA | FUQT1O3 | FAQZ103
AR 2123 13663 2153 1953 2053 2313 183
(BF) (023) (0.23) (0.143) (0.20:3) (0.13:3) (02443) 0.163)
9. Rated power input of each model is given in tables below:
(Twin) (Double twin)
FCQHGT00R2 | FCQG100F2 | FHQI00CAX2 | FUQT00Cx2 | FAQT00Cx2 FCQG50F4 | FHQ50CAXA
Cooling 560 6.13 6.00 6.07 599 Cooling 112 632
(Triple)
FCQHGT1R3 | FCQGOOR3 | FCQGTTR3 | FHQGOCA3 | FHQ71CA3 | FUQTICS | FAQI103
Cooling |~ 590 112 112 632 632 593 631
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