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91 Capacity range \
\W 2.0
Heating capacity (kW) Rated point
Heating
Qutdoor temperature (°CDB)
Indoor -15 -10 S 0 10
1C I 1C I 1C I 1C Pl 1C Pl 1C P
°CWB (kw) - (kW) - (kw) - (kw) - (kW) - (kw) -
16 132 077 147 082 168 0,87 184 091 %9 092 2.2 0,98
18 131 0,80 146 085 164 ] 182 095 266 0% 289 1,02
20 129 0,84 145 0,88 163 0,94 180 0,99 6.4 1,00 287 1,06
2 128 087 143 09 16,1 097 17,9 1,03 62 1,04 284 1,10
24 127 0,90 142 095 16,0 1,01 17,7 1,08 259 1,08 282 1,14

| NOTES | SYMBOLS

1. Ratings shown are net capacities which include a deduction for indoor fan motor heat. . ; 3/

2. On the figure the mark with O show the max. at standard conditions. QIER er ﬂowf rate (m-/min)

On the figure the mark with | | show the rated capacity and rated coefficient of power input. - ypass actor o
However the max. capacity is not guaranteed, except at standard condition. EWB: Entering wet bulb temp. (*CWB)
3. SHC is based on indoor EWB and EDB. EDB: Entering dry bulb temp. (°CDB)
g:g for g;rcef dry Etl_ﬂb tfemp-th: SEC ; S‘EC*- TC: Total cooling (heating) capacity (kW)
* = correction for other dry bulb. . ; ;
= 0,02 x AFR (m*/min.) x (1—BF) x (DB*—EDB). ?,:"C ggrxgiengﬁft capacity (kW)
Add SHC to SHC*. . .

4. Capacities are based on the following conditions: (comp.ﬁ—lndoor and o_utdoor fan motors)
Outdoor air- 85% RH. CPI: Coefficient of power input. (-)
However, the condition rated capacity in heating is 7° CDB / 6° CWB.

Corresponding refrigerant piping length: 5.0 m. Caution:

Level difference: 0 m.

5. Coefficient of power input is the percentage when the rated value is defined as 1.00.
6. The value contains less than 5% error acording to indoor unit type.
7. Heating performance include the drop of frost formation.
8. Air flow rate and (BF) are given in table below:
(Twin)
FCQHGT25F2 | FCQG125Fx2 | FHQI25CAX2 | FUQI25Ck2
AR 335x2 332 312 325x2
BF) | (0.19%2) (021x2) (0.134x2) (0.19x2)
(Double twin)
FCQG6OFx4 | FHQBO0CAX4
AR 13.6x4 19.5x4
(8F) (0.24) (020x4)
9. Rated power input of each model is given in tables below:
(Twin)
FCQHGT25Fx2 | FCQG125Fx2 | FHQ125CAX2 | FUQ125Cx2
Heating| 748 9.25 863 831
(Double twin)
FCQGOOFx4 | FHQBO0CAX4
Heating| 988 943

TC and SHC are shown by kW.
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