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Unit combination Minimum Ssc value (kVA)
FFQ35B9V1B x3 936
FFQ50B9V1B X2 951
FHQ35BWV1B X3 977
FHQ50BWV1B X2 936
FBQ35C8VEB x3 1092
FBQS50C8VEB X2 1014
FCQG35FVEB x3 915
FCQG50FVEB X2 RZQSG100L8Y1B 899
FBQ100C8VEB x1 962
FCQG100FVEB x1 905
FCQHG100FVEB x1 941
FAQ100CVEB x1 884
FVQ100CVEB x1 936
FHQG100CVEB x1 936
FUQ100BWV1B x1 925
FFQ35B9V1B x4 962
FFQ50B9V1B x3 993
FFQ80B9V1B x2 951
FHQ35BWV1B x4 1014
FHQ50BWV1B x3 977
FHQ60BWV1B X2 936
FBQ35C8VEB x4 1170
FBQ50C8VEB X3 1092
FBQ60CSVEB X2 1003
FCQG35FVEB x4 RZQSG125L8Y1B 936
FCQG50FVEB x3 915
FCQG60FVEB X2 899
FBQ125C8VEB x1 . 993
FCQG125FVEB X1 925
FCQHG125FVEB x1 951
FVQ125CVEB x1 936
FHQG125CVEB x1 962
FUQ125BWV1B x1 925
FDQ125C7VEB x1 993
Unit cor bm_’:\_t'\on Minimum Ssc vgl_ue (kVA)
FFQ35B9V1B x4 962
FFQ5089V1B x3 993
FHQ35BWV1B x4 1014
FHQ50BWV1B X3 977
FBQ35C8VEB x4 1170
FBQ50CSVEB x3 ) 1092
FCQG35FVEB x4 936
FCQG50FVEB x3 915
FCQG71FVEB X2 910
FCQHG71FVEB x2 RZQG140L7Y1B ‘925
FAQ71CVEB X2 ) 910
FHQG71CVEB X2 962
FBQ71C8VEB X2 1003
FUQ71BWV1B X2 936
FBQ140C8VEB x1 993
FCQG140FVEB x1 925
FCQHG140FVEB x1 951
FVQ140CVEB x1 951
FHQG140CVEB x1 977
FFQ35B9V1B X4 962
FFQ50B9V1B x3 993
FHQ35BWV1B x4 1014
FHQ50BWV 1B X3 977
FBQ35C8VEB x4 1170
FBQS50C8VEB x3 1092
FCQG35FVEB x4 936
FCQGS50FVEB x3 915
FCQG71FVEB x2 910
FCQHG71FVEB x2_| FeQsGIoL7YIB 925
FAQ71CVEB X2 910
FHQG71CVEB X2 962
FBQ71C8VEB X2 1003
FBQ140C8VEB x1 993
FCQG140FVEB x1 925
FCQHG140FVEB x1 951
FVQ140CVEB x1 951
FHQG140CVEB X1 977
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I NOTES

- In accordance with EN/IEC 61000-3-12") it may be necessary to consult the distribution network operator to ensure that the equipment is connected only to a supply with Ssc? = minimum Ssc value.

- U European/international technical standard setting the limits for harmonic currents produced by equipment connected to public low-voltage system with input current > 16A and = 75A per phase.

) Short-circuit power
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