AM XM 80M

Cooling 50Hz 230V

Indoor air temperature [°C WB] Indoor air temperature [°C WB]

@ @ 14°C 16°C 18°C 19°C 22°C 24°C @ @ 14°C 16°C 18°C 19°C 22°C 24°C
TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl
kW | kW | kW | kW | kW | kW | kW | kW | kW | kW | kW | kW kW | kW | kW | kW | kW | kW | kW | kW | kW | kW | kW | kW

22,0 |2,91 | 0,80 |3,05]082]318]084|325]085]346]087]360]0,89 22,0 | 503 | 1,25 | 594|154 |692] 188 |742]207]781]212]808]216
250 | 282|084 |29 |085|310]087 317|088 |338]091]351]092 25,0 | 503|132 ]594]163]692]201|726]213]765]218]792]222
320 |2,63|092 277109429 [095 297 [096]3,18]099]332]1,01 32,0 | 503|152 ]594 19 |676|227 689 |229]728]234]755]2237
1,5 350 [ 255|096 |268]097 |28 ]099 )28 [100]3,10]1,03]323]1,05 6,0 350 | 503|162 594204 ]|660]|235]673[236]712]241]739]245
40,0 | 2,41 | 1,02 | 254 | 1,04 | 268 | 1,06 | 2,75 | 1,07 | 2,96 | 1,10 | 3,10 | 1,11 40,0 | 503|183 594233633247 |646|249]686|254]712]257
43,0 232|107 | 246|109 260110267 |1,11]287]114]301]116 43,0 [503 (197|591 |252 617|255 |631]257]670]262]6,96 265
46,0 §2,24 11,11 |238 | 1,13 | 251 1,15 | 258 1,16 ]279]118]293]1,20 46,0 | 503|214 575261601264 |615]266]654]271]680]274
22,0 13,07 | 0,84 ]3,21]086[334]088]|341[089|362]091]376]0,93 220 |571 | 164 | 662193760227 |810] 246|849 ]251]876]255
250 | 2,98 | 0,88 | 3,12 0,89 | 3,26 [0,91 [333|092]354]095]367]0,96 250 |5,71 | 1,71 | 662 | 2,02 | 7,60 | 240 | 794|252 ]833]257]860]261
320 12,79 | 0,96 | 2,93 0,98 | 3,06 [0,99 [3,13 [ 1,00 ]334 ]1,03]348]1,05 320 |571 | 191|662 229|744 266|757 ]268]796 |273]823]276
2,0 350 | 2,71 | 1,00 | 2,84 | 1,01 | 2,98 | 1,03 | 3,05 | 1,04 | 3,26 | 1,07 | 3,39 | 1,09 71 350 | 5,71 | 201|662 243728274741 ]275]780]280]807]284
40,0 [ 2,57 | 1,06 | 2,70 [ 1,08 | 2,84 [ 1,10 | 2,91 | 1,11 | 3,22 | 1,14 [ 3,26 | 1,15 40,0 | 5711222662 272|701 286714288 ]754]293]780]296
43,0 | 248 | 1,11 | 262|113 [2,76 | 1,14 | 2,83 | 1,15 | 3,03 | 1,18 | 3,17 | 1,20 43,0 | 5711236 | 659|291 685|294 (699|296 |738]301]764]3,04
46,0 12,40 | 1,15 | 254 | 1,17 | 2,67 [ 1,19 [ 2,74 | 1,20 | 2,95 | 1,22 | 3,09 | 1,24 46,0 | 5,71 1253|643 ]300]669[303]683]305]722]310]748]3,13
220 361 | 1,11 ]3,75]1,13 3,88 1,15 |3,95 1,16 |4,16]1,18]430]1,20 220 | 4,14 | 067 | 439|070 |463]073|475 074 ]512]078]536]0,81
250 [352 | 1,15 |366 1,16 |380]118 387|119 ]408]1,22]421]1,23 250 3,99 | 0,72 | 4,24 0,75 | 427 [ 0,78 | 430 [ 0,79 | 497 | 0,83 | 5,21 | 0,86
320 1333|123 347 |1,25]360 126|367 [127[388]1,30]402]1,32 320 365|085 |389]087 414090 [426|091]462]095]487]0,98
2,5 350 [3,25|1,27 338128 ]352]130]359[131]380]134]393]1,36 1.5+1.5 350 [3,50 | 0,90 |3,74 10,93 399 096|411 [097 448 |101]472]1,04
40,0 [3,11 133324135 (338|137 ]345]138]366]141]380]1,42 40,0 | 3,25 | 1,01 | 3,50 | 1,03 [ 3,74 [ 1,06 | 3,86 | 1,07 | 4,23 | 1,11 | 447 | 1,14
43,0 302|138 316|140 (330141 337]142]357]145]371]147 43,0 [3,20]1,07 |335 1,10 359 [1,13]372]114]408]118[433]121
46,0 |2,94 | 1,42 | 3,08 | 1,44 [ 321 [ 1,46 | 328|147 349|149 363151 46,0 |2,96 | 1,14 | 320 | 1,17 | 3,44 [ 1,19 [ 357 | 1,21 | 3,93 | 1,25 | 418 | 1,27
22,0 3,44 | 055|419 ]0,78 | 500|106 [543 ]122]586]131]6,08]1,34 22,0 |463|084 |48 1087 |512]090 [5724 091 ]561]095]585]0,98
250 | 3,44 | 061|419 ]086 500116 |540(132]573]137]5,95 1,40 250 | 4,48 | 0,89 | 4,73 10,92 | 476 [ 0,95 | 4,79 [0,96 | 546 | 1,00 | 570 | 1,03
320 344|077 | 419 | 1,08 | 497 | 1,44 | 508 [ 1,46 | 542 | 1,50 | 5,64 | 1,53 320 |4,14 | 102|438 ]|104|463]107[475[108]511]1,12]536]1,15
3,5 350 | 3,44 | 086|419 ]120 484151495 |15 ]528]1,57]5,50] 1,59 1.5+2.0 350 [3,99 | 107 | 423110448 1,13 ]460 1,14 497|118 521121
40,0 [ 3,44 1,03 |419 143|462 |162]473]163]|506]168]528]171 40,0 [3,74 | 1,18 [ 3,99 [ 1,20 [ 423 [ 1,23 | 435 | 1,24 | 472 | 1,28 [ 496 | 1,31
43,0 | 3,44 | 1,15 | 419|160 [448 169|459 |1,70 492|175 |515]1,78 43,0 359 | 1,24 |384 127|408 |130|421]131]457]135]482]1,38
46,0 §3,44 1129 | 413|173 [435[1,76 |446 ]| 1,78 479 ] 182 |501][185 46,0 3,45 131|369 |1,34 393136406138 ]442]142]467]144
22,0 3,51 | 056 | 4,26 ]0,79 |507|107 |55 |123]59]132]615]1,35 22,0 |50 | 0,93 | 535|096 | 559|099 | 571 |1,00]6,08]1,04]632]1,07
25,0 |351|062|426]087|507 117|547 [133]|580]138]6,02]1,41 250 | 4,95 | 0,98 |520]1,01]523]104]|526]105]59]109]6,17 1,12
32,0 351|078 | 4,26 | 1,09 | 504|145 |[515|147 |549 1,51 ]571]1,54 320 461|111 ]|485 113|510 1,16 [522 1,17 |558]1,21]583]1,24
4,2 350 |351|087 |426]1,21]491]152]502[153]535]1,58]5,57]1,60 1.5+2.5 350 | 446 | 1,16 | 4,70 | 1,19 | 495 [ 1,22 | 507 [ 1,23 | 544 | 1,27 | 5,68 | 1,30
40,0 [ 351|104 | 426|144 [469 [163]480 ] 164 |513]1,69]535]172 40,0 | 421|127 | 446|129 [470 [132]482]133]5,19]137]543]1,40
43,0 | 351|116 426161455170 466|171 ]499]1,76|522]1,79 43,0 | 406|133 ]|431]136[455]139]|468]1,40]5,04]1,44]5.29]1,47
46,0 1351130420174 442|177 [453]1,79]486]183]508]1,86 46,0 13,92 | 1,40 | 416 | 1,43 [ 440 [ 1,45 | 453|147 489|151 ]514 1,53
22,0 | 4,06 | 065|497 094|595 |1,28 645|147 |684]152]711]1,56 220 1599 | 1,19 | 6,28 | 1,22 |657 1,26 [671 [1,28 |7,15 134 ]744]1,38
250 | 4,06 | 0,72 | 4,97 | 1,03 | 595 [ 1,41 [ 6,29 1,53 | 6,68 | 1,58 | 695 | 1,62 250 | 581 |1,26 |610 130639 134|654 135697 |1,41]726]145
32,0 | 4,06 | 092|497 130579167 [592[169]631]1,74]658]1,77 320 |540 | 1,44 | 569 | 1,48 | 598 | 1,50 [ 6,13 [ 1,54 | 6,56 | 1,60 | 6,85 | 1,64
5,0 350 | 4,06 | 1,02 | 497 | 144|563 175 576|176 615|181 ]642]185 1.543.5 350 |522|152 551156580 160]595|162]1639]168]6,68]1,72
40,0 | 406 | 1,23 497173536187 [549]189 |589]1,94]6,15]1,97 40,0 | 4,93 | 167|522 171551175 566|177 ]6,09]183]6,38]1,87
43,0 [ 406|137 494192 (520195534197 ]573]202]599 2,05 43,0 | 4,75 | 1,77 | 504 | 1,81 [ 533 | 1,85 | 548 | 1,87 | 592 | 1,93 | 6,21 | 1,97
46,0 | 4,06 | 1,54 | 478 | 2,01 | 504 | 2,04 | 5,18 | 2,06 | 557 | 2,11 | 583 | 2,14 46,0 | 4,58 | 1,87 | 487 | 1,91 | 516 | 1,95 530|197 |574]202]6,03] 206
Notes Symbols

1. The capacities are based on the following conditions: TC: Total capacity [kW]

Corresponding refrigerant piping length: 5 m
p g g piping leng Pl: Power input [kW]

Level difference: Om

2. The bold cells indicate the standard conditions. (D Indoor unit combinations
3. The values above are for connecting with the following indoor unit types: @ Outdoor air temperature
1.5,2.0,2.5,3.5,4.2,5.0,6.0,7.1 kW class [°C DB]

Wall-mounted CTXM-M,FTXM-M series
4. Editable data for this drawing are available in the GDE system.
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