2MXS50G
* Cooling (50Hz 230V)

Indoor air temp.: °CWB
Combination ;E{g‘r’“"; 140°C 16.0°C 18.0°C 19.0°C 220°C 24.0°C
(Capacity) ' TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl
°CDB KW KW KW KW KW KW KW KW KW KW KW KW
20+35 10.0 592 127 6.17 1.29 641 132 653 134 6.90 1.38 714 141
12.0 582 1.29 6.07 1.32 631 1.35 6.44 1.36 6.80 141 7.05 143
15.0 5,68 1.34 592 1.36 6.17 1.39 6.29 141 6.65 1.45 6.90 148
18.0 553 138 577 141 6.02 144 6.14 145 6.51 149 6.75 152
200 543 141 567 144 592 147 6.04 148 641 153 6.65 155
220 533 145 558 147 582 150 594 152 631 1.56 6.55 159
250 518 150 543 153 567 1,55 579 157 6.16 161 6.40 164
280 504 1.55 528 1.58 552 161 565 162 6.01 167 6.26 1.69
320 484 1.63 5.08 1.66 5.33 1.69 545 1.70 581 174 6.06 177
350 469 1,69 493 172 518 175 530 176 567 1.80 591 183
400 444 1.80 469 183 493 1.86 505 187 542 191 566 194
430 429 1.87 454 1.90 478 192 491 194 527 1.98 552 201
460 415 194 439 197 463 2.00 476 201 512 205 537 208
20450 10.0 6.04 1.24 6.28 127 653 1.29 6.66 131 7.03 1.35 7.28 1.40
12.0 5.93 1.26 6.18 1.29 643 1.32 6.56 1.33 6.93 137 7.18 1.40
15.0 578 131 6.03 133 6.28 1.36 641 137 6.78 142 7.03 144
18.0 563 135 5388 138 613 141 6.25 142 6.63 146 6.88 149
200 553 1.38 578 141 6.03 144 6.15 145 653 149 6.78 152
220 543 141 568 144 593 147 6.05 148 643 152 6.68 1.55
25.0 528 1.46 553 1.49 578 152 5.90 153 6.28 157 6.52 1.60
280 5.13 152 5.38 1.55 563 157 5.75 1,59 6.13 163 6.37 1.66
320 493 159 518 162 543 1,65 555 1.66 592 170 6.17 173
350 478 1,65 503 168 528 17 540 172 577 176 6.02 179
400 453 176 478 179 502 181 515 783 552 187 577 1.90
430 438 1.83 462 1.85 487 1.88 5.00 1.89 537 194 562 1.96
460 422 1.90 447 1.92 472 1.95 485 1.96 522 201 547 203
25425 10.0 581 1.23 6.05 1.26 6.29 129 641 1.30 6.77 134 701 137
120 571 1.26 595 128 6.19 131 631 132 6.67 137 6.91 139
15.0 557 130 5381 133 6.05 135 6.17 137 653 141 6.77 143
18.0 542 134 566 137 590 140 6.02 141 638 145 6.62 148
200 533 1.37 557 1.40 5381 143 593 144 6.29 148 6.53 151
220 523 141 547 143 571 1.46 583 147 6.19 151 643 154
250 5.09 1.46 5.32 1.48 5.56 151 568 152 6.04 157 6.28 1,59
280 494 151 518 154 542 1.56 554 158 590 162 6.14 1.65
320 475 158 499 161 523 164 535 1.65 5.70 1,69 594 172
35.0 460 164 484 167 508 170 5.20 171 556 175 530 178
400 436 175 460 178 4384 1.80 796 182 532 1.86 556 1.89
430 421 1.81 445 184 469 1.87 4381 1.88 517 1.92 541 1.95
460 407 1.88 431 1.91 455 1.94 467 1.95 5.03 1.99 527 202
Indoor air temp.: °CWB
Combination aoﬂg?“o;; 140°C 16.0°C 18.0°C 19.0°C 220°C 24.0°C
(Capacity) TC PI TC PI TC Pl TC Pl TC Pl TC Pl
°CDB KW KW KW KW KW KW KW KW KW KW KW KW
25+35 10.0 592 1.27 6.17 1.29 641 1.32 653 134 6.90 1.38 714 141
12.0 5.82 1.29 6.07 1.32 631 1.35 6.44 1.36 6.80 141 7.05 143
15.0 5,68 1.34 592 1.36 6.17 1.39 6.29 141 6.65 1.45 6.90 1.48
18.0 553 138 577 141 6.02 144 6.14 145 651 149 6.75 152
200 543 141 567 144 592 147 6.04 148 641 153 6.65 155
220 533 145 558 147 582 150 594 152 631 1.56 6.55 1,59
25.0 518 150 543 153 567 1.55 579 157 6.16 161 6.40 164
280 5.04 155 5.28 1.58 552 161 565 162 6.01 167 6.26 1,69
320 484 163 5.08 1.66 5.33 1.69 545 1.70 581 174 6.06 177
350 469 169 493 172 518 175 530 176 567 1.80 591 183
400 444 1.80 469 1.83 493 1.86 505 187 542 191 5.66 194
430 429 1.87 454 1.90 478 1.92 491 1.94 527 1.98 552 201
460 415 1.94 439 1.97 463 2.00 476 201 512 205 537 208
25+5.0 10.0 6.04 1.24 6.28 127 653 1.30 6.66 1.31 7.03 1.36 7.28 141
12.0 5.93 127 6.18 1.30 643 1.33 6.56 1.34 6.93 1.38 7.18 141
15.0 578 131 6.03 134 6.28 137 641 138 6.78 142 7.03 145
18.0 563 1.36 5388 1.39 6.13 141 6.25 143 6.63 147 6.38 150
200 553 1.39 578 142 6.03 144 6.15 1.46 653 1.50 6.78 153
220 543 142 568 1.45 593 148 6.05 1.49 6.43 153 6.68 1.56
250 5.28 47 553 150 578 153 5.90 154 6.28 1.58 6.52 161
280 5.13 153 5.38 1.55 563 1.58 575 1.60 6.13 164 6.37 1.66
320 493 1,60 518 163 543 1.66 555 167 592 17 6.17 174
350 478 1,66 503 1,69 528 172 540 173 577 177 6.02 1.80
400 453 177 478 1.80 502 1.82 515 T84 552 1.88 577 191
430 438 1.84 462 1.86 487 1.89 5.00 191 537 1.95 562 1.97
460 122 791 447 193 [ 1.96 485 1.98 522 202 547 204
35435 10.0 592 1.24 6.17 1.27 641 1.29 653 1.31 6.90 1.35 714 1.38
120 582 1.26 6.07 129 631 132 644 133 6.80 137 7.05 140
75.0 568 131 592 133 6.17 1.36 620 137 6.65 142 6.90 144
18.0 553 1.35 577 1.38 6.02 141 6.14 142 651 1.46 6.75 149
200 543 1.38 567 141 592 144 6.04 145 641 1.49 6.65 152
20 533 T4 558 144 582 147 5.94 148 6.31 152 6.55 1.55
250 5.18 146 543 1.49 567 152 579 1.53 6.16 157 6.40 1.60
280 504 152 528 155 552 157 565 159 6.01 163 6.26 1.66
320 4384 159 508 162 533 1,65 545 1.66 5381 170 6.06 173
35.0 469 1.65 493 1.68 518 171 530 172 567 176 591 179
400 444 176 469 179 493 1.81 505 183 542 1.87 5.66 1.90
430 429 1.83 454 1.85 478 1.88 491 1.89 527 1.94 552 1.96
460 415 .90 439 1.92 463 1.95 4.76 1.96 512 201 537 203
3D057672A
I svmeoLs I notes
TC: Total capacity (kW) 1  Capacities are based on the following conditions.
Pl:  Power input (kW) Corresponding refrigerant piping length: 5m

Level difference: Om

The bold line 3 is indicated the standard condition.

The above is the value for connecting with the following indoor units.
2.0, 2.5, 3.5, 5.0 kW Class; wall mounted D,E (NW-S) series
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