FBQ71-125B7V3B + REQ71-100B7V3B
REQ71-125B7W1B

Cooling capacity table

Indoor Outdoor temp. (°CDB)
Qutdoor | FWB [ DB 20 5 32 35 40 [ 46
[ 1C SHC Pl TC [ SHC Pl 1C SHC Pl 1C SHC T PI 1C SHC G SHC Pl
120 | 180 | 62 48 | 192 | 641 47 | 208 | 57 46 | 233 | 55 | 45 | 250 | 53 | 44 | 275 | 48 | 40 | 3.00
140 | 200 | 66 48 | 195 | 65 | 47 | 212 | 60 | 46 | 238 | 59 | 45 | 255 | 55 44 | 280 | 52 | 40 | 306
160 | 220 | 72 | 49 | 190 | 70 | 48 | 216 | 65 | 47 | 242 | 63 46 | 259 | 60 | 45 | 28 | 54 | 41 | 3n
7 180 | 250 | 7.7 51 | 203 | 75 | 49 | 221 | 72 48 | 248 | 68 | 47 | 265 | 64 | 45 | 202 | 59 | 43 | 318
190 | 270 | 80 52 | 205 77 51 | 223 | 73 49 | 250 |74 47 | 268 | 66 | 46 | 295 | &1 44 | 322
195 | 270 | 80 52 | 206 | 7.9 54 | 224 | 74 | 49 | 251 [ 72 | 47 | 269 | 67 | 46 | 29 | 62 | 44 | 323
220 | 300 | 87 53 | 210 | 85 52 | 220 | 80 54 | 256 | 79 | 48 | 274 | 74 | 47 | 302 | 67 | 44 | 329
240 | 320 | 94 53 | 242 | o1 52 | 231 | 86 514 | 258 | 84 | 49 | 277 | 80 | 47 | 305 | 73 | 44 | 332
120 | 180 | 84 70 | 254 | 83 69 | 282 | 81 67 | 318 | 78 66 | 336 | 75 62 | 372 | 68 59 | 4.18
140 | 200 | 89 70 | 250 | 88 69 | 287 | 87 67 | 324 | 84 66 | 342 | 78 62 | 379 | 74 59 | 425
160 | 220 | 104 | 71 | 263 | 98 70 | 292 | o1 68 | 320 | 89 67 | 348 | 85 63 | 386 | 77 60 | 433
0o | 180 | 280 | 108 | 74 | 270 | 105 | 73 | 299 | 98 | 69 | 337 | 96 68 | 356 | 90 | 66 | 395 | 83 | 61 | 443
190 | 270 | 111 | 75 | 272 | 108 | 74 | 302 | 101 [ 70 | 341 [H00 | 69 | 360 | 94 67 | 399 | 88 62 | 448
195 | 270 | 112 | 75 | 273 | 110 | 74 | 303 | 103 | 70 | 342 [ 1041 | 68 | 361 | 95 67 | 400 | 87 62 | 449
220 | 300 | 122 | 76 | 279 | 118 | 75 | 3090 | 112 | 71 | 348 | 110 | 70 | 368 | 104 | 69 | 408 | 95 65 | 458
240 | 320 | 130 | 77 | 28 | 127 | 76 | 312 | 119 1 73 | 352 | 116 | 71 | 372 | 14 | 7o | 412 | 102 | &8 | 462
120 | 180 | 114 | 91 | 351 | 108 | 88 | 370 | 100 | 83 | 407 | o7 82 | 436 | 92 80 | 484 | 85 75 | 530
140 | 200 | 118 | 91 | 357 | 1.4 | 88 | 377 | 107 | 83 | 414 | 104 | 82 | 444 | o8 80 | 492 | 91 75 | 540
160 | 220 | 127 | 92 | 363 | 121 | 89 | 383 | 114 | 84 | 422 | 111 | 83 | 451 | 104 | 81 | 501 | 96 | 76 | 549
o5 | 180 | 250 | 133 | o5 | 372 | 130 | o1 | 362 | 121 | 87 | 432 | 18 | 86 | 462 | 112 | 83 | 513 | 103 | 79 | 563
190 | 270 | 136 | 96 | 376 | 133 | 91 | 396 | 127 | 88 | 436 [ 122 | 86 | 467 | 115 | 84 | 518 | 107 | 80 | 568
195 | 270 | 138 | 96 | 377 | 135 | 91 | 398 | 128 | 88 | 438 | 124 | 87 | 469 | 117 | 84 | 520 | 109 | 80 | 570
220 | 300 | 1514 | 97 | 385 | 146 | 94 | 406 | 137 | 90 | 446 | 134 | 8o | 478 | 129 | &7 | 530 | 119 | 82 | 582
240 | 320 | 159 | 98 | 388 | 155 | 95 | 410 | 146 | o1 | 451 | 143 | 90 | 48 | 136 | 88 | 535 | 128 | 85 | 587
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I SYMBOLS I NOTES
AFR: Air flow rate (m3/min) 1. Ratings shown are net capadities.
BF- Bypass factor Influence of fan motor heat is included.
EWB:  Entering wet bulb temp. (°CWB) 2 !:::EI) Shé)ws nor‘?]lnal capa((j:ltles
EDB:  Entering dry bulb temp. (°CDB) 3. SHC is based on each EWB and EDB
DB*  Dry bulb temp (°CDB) SHC* = SHC correction for other dry bulb
: . N
TC: Total cooling/heating capacity (kW) SHC*=0.29 x 60 X AFR (m>/min.) x (1-BF) x (DB*~EDB)/860
SHC:  Sensible heating capacity (kW) Add SHC* to SHC If‘SHC >TC, then TC equal SHC
Pl Power input (kW) 4. Direct interpolation is permissible.
(comp.+indoor-+outdoor fan motor) Do not extrapolate. ) 3
5. Capacities are based on following conditions:
) Corresponding refrigerant piping length :75m
Caution: Level difference :0m
TCand SHC are shown by kW 6. Air flow rate and BF are tabulated below.
V3:230 V [50 HZ]
W1: 400 V [50 Hz] Model 8
7 AR 19
B 0n
AR 2
100
B 02
15 AR 35
BF 0.14

7. Add the following corrections to power input of each model.

Model Supply FBQ
7 \3 0.1
Wi 0
\3 019
100 Wi 0

125 w1 0




