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Cooling 220-240V [50HZz]
Iy Qutdoor temperature (°CDB)
Qudoor | FWB | EDB 20 25 30 R 35 40
CQ [ o [ 1C T sH [ m C[sHC [ m C [ sHC [ C T sHC [ m C [ sHC [ m C [ sHC [
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180} 220{ sz s8 | te0 { s 35 | 160 | 49 35 [ 178 | 49 34 | 183 | 48 34 | 188 | 48 3z | 198
180 250] 54 36 | 162 | 52 a6 | 172 | st 35 | 181 50 35 | 165 | 49 34 | 191 | 48 a4 | 200
wol 2ol 55 37 | 184 | 53 a8 | 173 | s2 35 | t83 | s 35 | t87 § 5.0 35 | 192 § 49 24 | 202
201 300} 57 37 1,68 55 36 ks 54 38 1,87 53 35 1,80 52 35 1,98 51 34 2,08
240| 320} =8 a7 | 170 | &7 37 | 180 | 55 368 | 18 | 55 3g 1 19 | 54 35 1198 | s2 35 | 208
3TW25112-1B
| SYMBOLS | NOTES
AFR: Air flow rate (m>/min) 1 Ratings shown are net capacities which include a deduction for
BF: Bypass factor indoor fan motor heat
EWB:  Entering wet bulb temp. (°CWB) 2 h inal I~ :
EDB.  Entering cry bulb ternp, (CDB) |:| shows nominal (rated) capacities and power input.
DB*: Dry bulb temp. (°CDB) 3 SHC is based on each EWB and EDB
TC Total capacity (kw) SHC* = SHC correction for other dry bulb
SHC:  Sensible heating capacity (kW) =0.29 x 60 x AFRl[m3/min.] x (1-BF) x (DB*-EDB)/860
PI: Power input (KW) Add SHC* to SHC if SHC > TC, then TC equal SHC
4 Direct interpolation is permissible.
Do not extrapolate.
5 Capacities are based on following conditions:
Corresponding refrigerant piping length: 75m
Level difference: Om
6 Air flow rate (AFR) and Bypass factor (BF) are taburated above.
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