FTXP35M / RXP35M

FTXP35M9 / RXP35M
Cooling -50- Hz 230V AFR 11,5
BF 0,23
Indoor .
Outdoor temperature [°C DB]
temperature
EWB | EDB 20 25 30 32 35 40
°C °C TC | SHC | PI TC | SHC | PI TC | SHC | PI TC [ SHC | PI TC | SHC | PI TC | SHC | PI
14,0 20 | 359|269(0,77]342]|261(085]3,26]253(091(3,19]250]|094]|3,10]2,45]|0,99 | 2,93 2,37 ]| 1,06
16,0 22 1375/265(078]358]|257({085]342)|2491092](336]247]095]3,26]242]099]3,10]2,35] 1,07
18,0 25 | 391|278(0,78]3,75|271(086]358]|264|092]|3,52]|261|095]|3,42]257]| 1,00 3,26 2,50 1,07
19,0 27 | 399|293|0,78]383]|286|086]|366|280(092]|3,60]|277]|095]3,50]273]|100] 3,34 2,67 | 1,08
22,0 30 | 423(283]0,79|4,07(277]087]|39(271(093]|384]|269(09]3,74]|265]|1,01]3,58]|259] 1,08
24,0 32 1439(276]080]| 4,23(2,70]|0,87| 4,07 |265([094]400]|263(097]39]259]|101]3,74]254]| 1,09
Heating .50 Hz 230-V AFR 11,5
Indoor .
Outdoor temperature [°C WB]
temperature
EDB -15 -10 -5 0 6 10
°C TC Pl TC Pl TC Pl TC Pl TC Pl TC Pl
15,0 1900641 229(067]267]0,71([3,07 (092 ]414 097 (4,50 ]1,01
20,0 1,79[066]217]069(256/0,72]295|095 |400]|100 436 (1,03
22,0 1,741 067 2,12({0,70]251] 0731290 0,95 394 1,00 (4,31 ]1,04
24,0 169)067|208(071]246]0,7412,85 10,96 |3,89 [1,01 |4,25 1,05
25,0 1671068 205(071]244]0,7412,83 10,97 |3,86 (1,02 |4,22 |1,05
27,0 162068 201]072]239]|0,75]278 098 [381 103417 {106
Symbols Notes
AFR : Air flow rate [m*/min] 1. The ratings shown are net capacities which include
BF : Bypass factor a deduction for indoor fan motor heat.
EwB ' Entering wet-bulb temperature (°C WB) o .
) 2. The bold cells indicate the standard conditions.
EDB . Entering dry-bulb temperature (°C DB)
TC . ) Rated operating frequency [Hz]
" Total capacity [kW]
SHC . Sensible heat capacity [kW] 3. The capacities are based on the following conditions:
Pl : Power input [kW] Corresponding refrigerant piping length: -5- m-

Level difference: -0-m

4. The air flow rate and bypass factor are mentioned in the table.
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