FXLQ-P

UNITS POWER SUPPLY IFM INPUT (W)
MODEL Hz v VOLTAGE RANGE MCA MFA kW FLA COOLING | HEATING
FXLQ20P5VEB 0,3 15 0,015 0,2 49 49
FXLQ25P5VEB 0,3 15 0,015 0,2 49 49
FXLQ32P5VEB NAX. 264 0,6 15 0, 025 0,5 90 90
50 |220-240 MIN. 198
FXLQ40P5VEB ’ 0,6 15 0,025 0,5 90 90
FXLQ50P5VEB 0,6 15 0,035 0,5 110 110
FXLQ63P5VEB 0,6 15 0,035 0,5 110 110
SYMBOLS :

MCA: MIN. GIRCUIT AMPS (A)
MFA: MAX. FUSE AMPS (SEE NOTE 5)
kW : FAN MOTOR RATED OUTPUT (kW)

FLA: FULL LOAD AMPS (A)

[FM: INDOOR FAN MOTOR

NOTES :

1) VOLTAGE RANGE:
UNITS ARE SUITABLE FOR USE ON ELECTRICAL SYSTEMS WHERE VOLTAGE SUPPLIED

TO UNIT TERMINALS IS NOT BELOW OR ABOWE LISTED RANGE LIMITS.
2) MAXIMUM ALLOWABLE VOLTAGE UNBALANCE BETWEEN PHASES IS 2%.

3) MCA/MFA
MC.

A =1.25 x FLA

MFA < 4 x FLA

(NEXT LOWER STANDARD FUSE RATING. MIN. 15A)

4) SELECT WIRE SIZE BASED ON THE MCA.

5) INSTEAD OF FUSE, USE CIRCUIT BREAKER.
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